
Note: Highlighted, italicized text indicates REVISIONS to the version of the NJTA 2004 Standard 
Supplementary Specifications which existed prior to the issuance of this DCA. 

SECTION 417 - BRIDGE DECK REHABILITATION 

417.02 MATERIALS 

 
The following is added: 
 
Asphaltic Plug Joints: 
Elastomeric asphaltic plug joint systems shall be any or all of the following:   

      
   Wabo Expandex Joint System as manufactured by  
   Watson Bowman ACME Corp. 
   95 Pineview Drive 
   Amherst, New York 14228  
   Telephone:  716-691-7566 
   http://www.wbacorp.com 
 
   Thorma Joint System as manufactured by  

 Dynamic Surface Applications, Ltd. 
 373 Village Road 
 Pennsdale, PA 17736 
 Telephone: 800-491-5663 
 http://www.dsa-ltd.com/thormajoint.htm 

 
 
No substitutes for the systems or components of the systems are permitted for the above 
proprietary deck joint systems.   
 

417.07 JOINT RECONSTRUCTION 
    

    

(H) JOINT RECONSTRUCTION TYPE I P. 
 

 
Subparagraph (2) is deleted and replaced with the following: 

 
(2) Wabo Expandex Joint System. 

 
For installing the Wabo Expandex Joint System the Contractor shall use the 
manufacturer's specified aggregate premixed with the modified elastomeric binder 
(EBJ material).  The joint blockout shall be filled with precoated mix and shall be 
compacted level with the roadway to the satisfaction of the Engineer.  Sand or small 
aggregate shall be broadcast over the top to eliminate tackiness. 
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